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TERMIO-1 and TERMIO-2 loggers are designed to 
measure temperatures in the range of -100°C to 300°C. 
They are equipped with a measuring probe with a 
PT1000 resistance temperature sensor. The devices can 
be used, among other things, to monitor temperature 
during storage and transport of vaccines, drugs, food, 
during the production process and  
storage. 

The measurements are stored in the device's memory in 
the form of .txt or .pdf files. Downloading this data is 
made possible by the LogSoft application. It is necessary 
to connect the device to a computer via a micro USB 
cable. The download of 32,000 stored measurements 
takes no longer than 60 seconds.  

Available probes:

Probe model Lead type Min.
Temperature

Max.
Temperature

ST-05-S Silicon -40°C 180°C

ST-05-P PFA -50°C 270°C

ST-10 Polyurethane -100°C 270°C

Temperature measurement 
To turn the device on or off, press the   button. 
When the device is running, the display shows 
the current temperature.  
HOLD function              
The HOLD function allows you to “freeze” the 
measured value and display it until the function 
is turned off. To enable the function, press the     
button.
Neodymium magnet                              
A magnet located on the back of the housing 
allows the device to be attached to metal parts. 

MIN/MAX functions 
The MIN and MAX functions show the lowest and 
highest temperature value stored since the device 
was started. To display these values, press the button  
      several times. The “MIN” icon indicates the lowest 
temperature value and the “MAX” icon indicates the 
highest temperature value. They will appear on the 
top right side of the display.

Threshold values 
Using LogSoft software, it is possible to set the 
maximum and minimum threshold values of the 
device. During the measurement, if the temperature 
exceeds the threshold value, the display will show an 
up arrow icon (when the upper threshold is exceeded) 
and a down arrow icon (when the lower threshold is 
exceeded). 

WAIT, LOG icons 
icons indicating the status of registration. If the 
registration is stopped, the display shows “WAIT”. 
When logging measurements is started, the display 
shows “LOG”.  

Starting and stopping logging
Logging can be started by holding down the START 
button for 3 sec, or by using the LogSoft program if 
the device is connected to a computer and by setting 
the time in the program at which logging is to start. 
Stopping the logging can be done by holding down the 
STOP button for 3 seconds or by using LogSoft.

Display backlight
To turn on the display backlight, press the      button. 
The backlight works for about 9 seconds. 

Power supply
The device is powered by a 3.7V, 800 mAh li-ion 
battery. The battery can be charged at least 500 
times. Using the thermometer below or above the 
permissible operating temperature of the meter may 
reduce the number of battery charges and even 
damage the battery. 

Charging the battery
To charge the device, connect it via a micro-USB 
cable to the charging port. The average charging 
time for the battery is 1.5h. 

Battery symbol 
The battery symbol is located in the upper right 
corner of the screen. When the battery is low, the 
battery symbol is active. 

LogSoft program 
LogSoft application is used to retrieve recorded 
data and set device parameters.  

Technical data: 
● temperature logging function
● temperature measurement in °C 
● signaling of registration 
● notification of exceeding set temperature 

thresholds by means of arrow symbols on the  
● display and diode alarm indication
● start of registration  
● directly from the computer or using  

using the button on the device 
● access to the recorded maximum and minimum 

value
● low battery indication - built-in USB port 
● external probe with PT1000 sensor 

We declare that the Termio-1/Termio-2 data 
loggers has been made in accordance with the 
standards: 

● Directive 2006/42/EC 
● Directive 2014/35/EU 
● Directive 2014/30/EU 
● PN-EN ISO 12100:2012 
● PN-EN ISO 13857:2010 
● PN-EN 349+A1:2010 
● EN60335-1:2012 
● EN60335-2-40:2004/A2:2009 
● PN-EN 55014-1:2017-06 
● PN-EN 13486:2004 

Termio-1 / Termio-2



Termio-1 / Termio-2

Parameter TERMIO1 TERMIO2

Range  
measurement 

-100°C – 300°C

Range
temperature

operation
-30°C to 70°C

Storage
Temperature 

0°C to 40°C

Measurement
Resolution

0,01°C

Accuracy
(for sensor

PT1000 kl.b)

from -80,00°C to -50,00°C -/+0,25°C 
from -49,99°C to 0°C -/+0,15°C 
from 0°C to 100,00°C-/+0,07°C

from 100,01°C to 150,00°C -/+0,10°C 
from 150,01°C to 200,00°C -/+0,25°C 
from 200,01°C to 270,00°C -/+0,5°C

Sampling frequency of 
measurements

2 measurements
per seconds

30 seconds

Recording
frequency

From 1 second From 1 minute

Battery operating time 
(at 20°C with recording 

frequency 15 min.)
4 months 12 months

Memory 32000 measurements

Power Battery 3,7V 800 mAh

Housing
dimensions

60x120x20mm

Weight 85g
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